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TO THE JACK BUYER... 





BLACKHAWK 
HYDRAULIC JACKS 


are Tagged with the Famous 








YOU'LL WANT 


FRAME AND AXLE MACHINES GIVE BLACK- 

HAWK JACKS AN EXCLUSIVE "SERVICE 
PROVED" TESTIMONIAL—Every leading Frame and 
Axle Straightener is Blackhawk-equipped—because only 
Blackhawk Hydraulic Jacks can stand the gaff of service 
in such continuously-rugged work. 





ovaboniongce 


INDE 

JACKS THE LEADING CHOICE IN VITAL SERV- 
ICE INDUSTRIES—Example: The majority among win- 
ners of annual Bus Maintenance awards depend on 
Blackhawk Jacks. Over a million Blackhawk Jack owners 
are repeat customers—proof of dependable service. 











...Gour pbrsurauce of DEPENDABILITY 


SERVICE-PROVED JACKS 


eh 


IMPARTIAL TESTS BY OTHER MANUFACTURERS 

ARE YOUR BUYING-GUIDE. Exhaustive, grueling 
analysis of all available Hydraulic Jacks PROVE Black- 
hawks superior . . . causing their choice as STANDARD 
equipment for all types of service with leading trucks, 
buses and other vehicles and products. 


THE ONLY JACK LINE DEVELOPED FROM A 
COMPLETE SERVICE-PROVED BACKGROUND— 
Of all jack manufacturers, Blackhawk is the only one 
making a full range of other hydraulic service equip- 
ment for varied applications. This unmatched experience 
produces better basic designs. 




















Here's Why BLACKHAWK 
IS YOUR BEST BUY! 


A Jack cannot be judged by its price or outward appearance. 
The average Hand Jack involves about 50 parts of over 25 
materials, which have undergone approximately 200 manufac- 
turing operations! 


Therefore, there is an INNER-DIFFERENCE in Jacks . . . be- 
cause their makers have A CHOICE of designs, materials and 
manufacturing methods! 


Blackhawk believes that “‘a Jack at any price is WORTHLESS 
unless it continues to serve its purpose with safety and depend- 
ability, in every emergency.” Blackhawk Jacks are designed, 
engineered and manufactured to more than meet those qualifica- 
tions. Experienced buyers demand this quality . . . and the 
exclusive “Service Proved” testimonials prove that Blackhawk 
Jacks have it! 





ABOVE: A cut- 
away view showing 
the construction. of 
a Blackhawk 
“Crown Model" 
Hydraulic Jack. 





YOU GET "MORE FOR YOUR MONEY” 
WITH IMPORTANT FEATURES LIKE THESE! 


O AND FROM PUMP. 
"FROM RESERVIOR 
© CYLINDER 














LESS WEAR—LONG- 
e ER LIFE! Exclusive pro- 
cess creates “mirror finish" 
on cylinders, reduces cup 
wear and friction. 


POSITION MORE 


© EASILY! Sled-type base 
“skiis'’ over uneven ground 
or floor for quick place- 
ment under load. 


TIP - PREVENTION! 

* Load is centered and 
distributed evenly over 
strong, strutted base be- 
cause plunger is centered. 





EASY MAINTEN- 

* ANCE! Valves under 

one cap screw (see cut- 

away). No dismantling of 
jack to clean valves! 








LONGER PUMP LIFE! 

© Pump housing is not a 
part of the cast base but is 
a smoothly-machined steel 
cylinder. Easily replaced. 





PERMANENTLY 

© SHARP, sure-grip heat- 

treated saddle. Serrations 

are cut by machine (not 
cast or forged). 





FULL POWER ON THE SIDE! Pump-on-side feature, 


° which Blackhawk originated and is found on all Black- 
hawk models from 3 to 100 ton, offers extra utility through 
floor-level operation. Handle extends outward for greater 


convenience—not down! 
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J-18 BUMPER JACK 


Here it is—the safe bumper jack! Safe because the release 
valve and pump are at the top of jack—no stooping, squat- 
ting or reaching below the bumper to operate. You use the 
J-18 from a safe, standing position. 


]-18 lifts efficiently and quickly—it raises a dirty, deep-skirted 
fender away from the wheel getting it high enough so the 
wheel is uncovered for full working clearance! 


Here’s a sturdy, reliable lifting jack that gives you real as- 
surance of safety. It’s qn ideal replacement for rickety 
original equipment types. 


HERE'S WHY J-18 IS YOUR BEST BUY 
SAFE OPERATION be- BIG 18" RANGE for 
















J-18 cause you stand up to adjusting toe allows full 
SPECIFICATIONS operate. All controls are —_ use of hydraulic lift. Toe 
on top of jack—safer, engages bumper any- 
er a’ ee and cleaner to position where from 3'/4" above 
Hydraulic Lift ....18” and operate. ground to 21/4". 
Low Toe Ht. ....34%4” 
High Toe Ht. ...21'%4” tus way _ UNIVERSAL SAFETY — SAFETY-BASE is rigidly 








Maximum Ht. ...3914” ey TOE tightens securely. attached to plunger 
Weight Lbs. ....... 15 Toe cannot jump out or for stability. Is oval- 
Handle No. ..... J18.70 f disengage from barrel. shaped for greatest 
Fits all bumpers—in- amount of footing at 
THIS WAY verts for slotted types. center point of lift. 





3 POSITIONS FOR HANDLE—for easier, more Fa 
convenient jack operation. Handle locks to jack 4 
for positive pumping. Can be disengaged quickly. 


™ 
er 
- } Eh RS 
‘ 2 


TB-7 “PICK-UP” JACK 


Here’s jack value unmatched in the small jack range. 
Only TB-7 has a one-piece, heat-treated aluminum alloy 
base and reservoir for strength and positively no leak- 
ing. These features alone makes this rugged, lightweight 
jack a real buy! 


TB-7 “Pick-up” is a practical jack for light pick-up 
trucks and a favorite with passenger car owners and 
farmers. 


Long 34” handle with bayonet lock makes placement 
easy. Machine-milled saddle stays sharp longer, grips 
safer. Pump cylinder and valve assembly are replace- 
able for low-cost maintenance. Has screw extension. 


TB-7 SPECIFICATIONS 


Hyd. Low Screw | Total Hdle. Wot. Base 
Lift Hot. Ext. Hgt. No. Lhs. Size 






FOR FARM TRUCKS 
—ideal for farm pick- 
up trucks and general 
farm use. 


534” | 7x” | 2a" | 14H” | H-8 | 72" | 3/x59e” 
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BASIC, DEPENDABLE JACKS 
FOR FLEET AND SHOP USE 


Fleet owners, shops, garages, plants . . . a/l acknowledge the 
leadership of these distinctly modern, compact power units. 


Leading truck manufacturers have chosen them as standard 
equipment—proof of their dependability and satisfactory service. 


Besides their Service-Proved features illustrated on page 3, 
these trouble-free jacks also have these more-for-your-money 
features: extra long, lightweight handle with bayonet tip for 
locking to pump beam, convenient for pushing or pulling jack 
into position—malleable iron pump beam and linkage to stand 
up under abuse—and a special dirt sump and screen in base 
which insures clean oil. 


BA-8.5 (3-ton)—for light trucks and buses, farm implements 
and general shop, plant and farm use. 


AA-8.5 (5-ton)—a real lifter for medium duty! This jack is 
famous for its reliable service and wide margin of safety. 


CB-9 (8-ton}—has full 16,000 lb. capacity for heavier trucks 
and buses. Most popular tool box jack built. 


BA-8.5; AA-8.5; CB-9 SPECIFICATIONS 


Area Can be 
Hgt. Hyd. Screw Total | (internal) | Gauge Wot. Hdle. Hdle. 
i ; Hot. Sq. in. |Equip’d| Lbs. No. Loth. 


BA-8.5 | 8” 6” 3a” 18” 1.231 No 11% 8 35” 
AA-8.5 | 82” 5%,” 334” | 18” 1.760 No 14 2 34” 
CB-9* 9” 644” 4” | 19/4”) 1.872 * 18% 2 34” 


*See CG-9, Page 16, which can be equipped with gauge. 


MALLEABLE IRON PUMP BEAM and linkage stand up under abuse, elimi- 


nate breakage! Parts fit snugly for smooth operation—no lost motion. 


PERMANENT NAMEPLATE shows capacity to prevent unintentional over- 
loading—model number to facilitate part orders and serial number to 


identify jack as owner's property. 





KEEP THE PAY IN PAYLOAD with FARMERS & IMPLEMENT DEALERS 
a Service-Proved Blackhawk Jack in specify Blackhawk Jacks for their 
the toolbox! Then, when tire trouble Service-Proved performance. They 
hits, you're equipped with a de- know they can count on this un- 
pendable jack to make a fast change. matched dependability! 
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DEPENDABLE POWER 
FOR RUGGED JOBS 


The 12-ton D-8.7 and 20-ton EA-11 are selected for their 
dependable stamina . . . trouble-free performance . . . and 
their array of unmatched advantages. In addition to many 
of the Service-Proved features shown on page 3, these ee 
ular models have low height; welded, integral carrying han- 
dle and convenient oil refill hole. 


D-8.7 (12-ton)— The most widely-used shop jack — also 
ideal for general industrial work. Heavy buses and trucks 
depend on it for emergency road service. A time-saver and 
money-maker for 3 gd service stations, too. Has screw 
extension for extra-high axles. 


D-8.7 SPECIFICATIONS 


Base 


Hdle. Size 
No. ‘ Overall 





*D-8.7 cannot be gauge-equipped. See page 16 for model D-8.7G which can be 
gauge-equipped. 


EA-1] (20-ton) — Here’s hydraulic power for most tough 
jobs. EA-11 is a real performer for hour-after-hour service 
on trucks and trailers, in shops and on industrial and construc- 
tion jobs. Safe to operate under all conditions. 


EA-11 SPECIFICATIONS 


Base 
Hdle. Size 
Loth. Overall 


A-11* | 11” | 6Y2”| NONE j17¥2"| 3 20” | 648"x744"| 244” | 5.157 [48 





*EA-11 can be gauge equipped—see page 16. 


a 

EA-27 (20-ton)—A basic, extra-high jack with 221,” lift and 
27” height for pulling well casing, railroad car maintenance, 
oil field rigging, plants, mines, tunnel projects, bridge con- 
struction, airplane maintenance, etc. Has simple, convenient 
double pumps—a speed pump for quick saddle-load contact 
and a power _— to raise loads smoothly and precisely— 
all easily handled by ove operator. Cross-milled, heat-treated 
saddle grasps load securely, safely. Convenient handles for 
portability. Complete with 20” handle. 


EA-27 SPECIFICATIONS 


Hyd. Screw | Total Hdle. Size 
Lift Ext. Hot. No. Overall! 


220” | NONE | 49/2” 3 813x843” 





“EA-27 can be gauge-equipped—see page 16. 




















The popular 30-ton FB-11 and 50-ton GB-11 have 
many advantages. They offer an exclusive, com- 
bined speed and power pump which quickly raises 
the unloaded saddle to load contact, then auto- 
matically shifts to power speed for smooth, easy 
lifting—extra, large serrated saddle for greater 
lifting area—solid steel machined base for utmost 
strength and rigidity—welded, integral handle— 

special by-pass valve which prevents plunger from 
& going beyond its maximum travel—protected re- 
lease valve—plus features found below. 





(30-ton) A compact power package for 
industry and construction—a real time and man- 
power saver! Precision controlled to thousandth 
of an inch. Has 21” handle. 


Eff. 
Ram 
Base Ram Area 
Low Hyd. Total Size Plunger | (int’l) | Wot. 
Model Hot. Lift Hot. Overall Dia. Sq. in. | Lhs. 


li |e" | a7” | xe” | 234” | 7.980 | 76 
11” | 534” | 1634" | 8x934" | 3i4” |12.045| 111 
1m | 534” | 1754” | 1034x1034" | 4” | 15.904| 183 


*FB-11, GB-11 and N-12 can be gauge equipped—see page 16. 
No screw extension on these jacks. Handles are GB11.70. 


(50-ton) Famous for getting the job done 
as proven on industrial and construction work. 
The largest selling 50-tonner on the market. Com- 
plete with 21” handle. 





TWO PUMPS IN ONE! Speed PROTECTED PUMP! Entire pump 
and power pump on FB and GB mechanism is protected and 
quickly raises unloaded saddle concealed in steel base — only 
to load — then automatically | beam projects. Note how sturdy 
shifts to power speed to lift. handle protects vital pump beam. 


(100-ton)—A powerful, rugged, portable 
hydraulic jack to answer needs up to 200,000 Ibs. 
N-12 is small and compact for size of capacity. 
Has base-protected speed and power pumps— 
20% less weight than similar units—precision low- 
ering to the thousandth of an inch—one-piece 
steel base and cylinder for absolute strength, 
& rigidity and non-leakage—automatically adjusting 

packing gland nut—special bronze rollers and 
guides on pumps for less handle effort. Convenient 
handles for portability. Has 21” operating handle. 
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J-17 





SPECIFICATIONS 


Model ke Ai eee ae 


~* 


Cap. Tons ys ecbatices eb -oenke 


Coll. H 8 eeene 
Hyd, Bs eeeee 
Low Toe Hot. .. 
High Toe Hot. . 
Hyd. Lift & 

Low Toe Hot. .. 
Hyd. Lift & 

High Toe Hgt. . 
Base Dia. eeeeeee 
Wheel Size ...... 
Hdle. Lgth. ...... 
Handle No. ...... 


Wot. Lbs. ....... 


” 


eeetere 


; - 


As 
26 

































Only UFT-POST DOES 
) ALL THIS FOR YOU 


CREATES ample working room, Lift-Post lifts deep- 
skirted fenders and bodies ABOVE the wheel and out 
of the way eliminating fender obstruction! It ex- 
poses the full wheel. 


KEEPS YOU off your knees and on your feet because 
release knob and. pump handle are at top of jack. 
No need to remove pump handle to operate release 
control—no_ stooping, no squatting. . 


BUILDS EMERGENCY service profits . . . compact, 


lightweight J-17 is conveniently carried in side car or 
tow truck. Big 14" cup base does not sink in mud. 


RELIEVES OTHER lifting equipment... a J-I7 for 
every mechanic keeps him equipped at all times. 
No need to wait until lift or service jack is free! 


WORKS IN close quar- 
ters because J-I7 is 
compact ... no long 
handles! Ideal for 
cramped wash stalls (is 
water and dirt-proof), 
between cars, near walls. 























SENSATIONAL J-17 LIFT-POST 


This is it—the Blackhawk Lift-Post—the rugged 
and low-cost answer to the problem of lifting 
modern, deep-skirted fenders and bodies ABOVE 
the wheel for maximum working clearance for 
tire and wheel service. 


The amazing sales of Lift-Post in service stations, 
car dealers, body shops, garages, light fleet shops, 
tractor and implement dealers, etc. proves its 


basic necessity. This new concept in portable lift- 
ing equipment is the only economical and adequate 
answer to the problems of lifting modern fenders 
high enough. 


Lift-Post is a versatile lift for many jobs as illus- 
trated and listed below. It’s entirely new from 
top to bottom because it had to be right! Lift- 
Post is compact, lightweight—a profitable buy. 


LIFT-POST BUILDS YOUR PROFITS ON JOBS LIKE THESE 


¥ CHANGING TIRES WY WASHING WHEELS W PUTTING ON CHAINS W FEN- 
DER & BODY WORK YW CHANGING WHEELS W LIFTING TRACTORS & FARM IM- 
PLEMENTS ¥ WASHING UNDER FENDERS W PACKING WHEEL BEARINGS W _ IN- 
SPECTING BRAKES W EMERGENCY ROAD CALLS W_ INSTALLING MUFFLER TAIL 


PIPES W LOCATING SQUEAKS ¥ ETC. 


LIFT-POST TURNS PROBLEMS \INTO PROFITS 








sas 


FASTER TIRE CHANGES! BETTER WASH JOBS! J-17 


Lift-Post lifts fenders and lifts fenders and _ bodies 


CHAINS GO ON EASIER, EASIER FENDER REPAIRS! 
the job is cleaner because Lift-Post lifts body and fen- 


bodies ABOVE wheel and 
out of way creating working 
room. No un-safe, block-up 
supports needed. 


NO "WAITING TIME"! 
With a J-I7 for every 
mechanic, customers get 
immediate service. No 
waiting for other jack 
equipment. Safety toe pro- 
tects bumper from damage. 


high exposing full wheel. 
Both wheels and fender 
undersides are washed in 
one quick operation. 


FASTER TAPPET ADJUST- 
MENT on L-head engines. 
Lift-Post lifts frame and 
fender to right height so 
mechanics work comfortably 
when adjusting valves 
through access openings. 


dirty deep-skirted fenders 
are hoisted out of way. 
Only one lift operation 
needed per wheel. 


A NATURAL FOR BRAKE 
inspections, shock work, 
packing wheel bearings, etc. 
J-17 brings hub to com- 
fortable working height. 
High lift creates room for 
creepers. Note both jacks. 


der away from wheel giving 
bodyman clearance to work 
comfortably and conveni- 
ently. Speeds up repairs. 





PROFITABLE ROAD SERV- 
ICE! J-17 conveniently fits 
in side car or truck. Big 
cup base does not sink in 
soft surfaces. Lift-Post lifts 
at accessible spots — no 
need to kneel to pump. 
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BLACKHAWK’S FAMOUS “LIGHTNING LIFT” 


fv 
? )X))) 






Blackhawk’s double-duty “Lightning Lift’ combination speed and power 
pump reduces jacking time by rushing the unloaded saddle to the load 
in only a few strokes—then, it automatically goes into the power speed 
to lift the load surely and easily! 


Blackhawk’s exclusive double-duty pump design eliminates extra plunger, 
packing nut and linkage parts—another reason for making your new 
service jack a Blackhawk! 












Building dependable and 
reputable Blackhawk 
Service Jacks is the result 
of basic engineering and manufac- 
turing techniques . . . of extensive 
research in determining what the 
field needs . . . and in keeping pace 
with service and vehicle changes. 
This is why Blackhawk is always 
first in presenting features that not 
only give you the greatest value for 
your money but help you make 
more money! 


THESE BLACKHAWK ‘SERVICE JACK FIRSTS’ ARE STILL UNMATCHED! 


@ "LIGHTNING LIFT'—A COMBINED SPEED & POWER PUMP 
@ FREE-FLOATING LIFTING ARM CONNECTION 
@® LOCKING RELEASE VALVE 

@ STURDY ALUMINUM ALLOY, 


@® BUILT-IN SPOTLIGHT 


@ COMPLETELY ENCLOSED POWER UNIT 


@ ONE PIECE, LEAK PROOF MALLEABLE IRON PUMP 


ONE-PIECE FRAME 





EXCLUSIVE HOLLOW PLUNGER 
construction with free floating 
connecting rod keeps lifting strains 
from power unit. Prevents plunger 
distortion, scoring and leakage. 
More efficient operation. 











EASY ACCESS TO POWER UNIT 
and other vital components—re- 
duces maintenance time. Power 
unit is replaceable with guaranteed 
factory unit. No dismantling of 
jack—ordinary tools used. 





@ FINGER-TIP CONTROL 


@ NEW, EXCLUSIVE 'CROWN GEAR’ RELEASE VALVE CONTROL 





‘CONVENIENT FINGER TIP CON- 


TROLS enable operator to change 
handle to any of three positions, 
operate release valve or lock it 
without taking hands away from 
handle crossbar. Easier operation. 
























. .» PREVENTS ACCIDENTAL RELEASING 















y NEW ‘STAND UP" 
—— ne Saree ¢ HANDLE SWINGS IN FULL 130° OS a ie 
Now . all Blackhawk A arc—from operating to upright posi- valve, prevents acciden- 
Curb Jacks are equipped 4 tion. Makes dollying easy and con- tal lowering. Load is 
with the new, amazing, y 4 venient . - creates compactness for released with handle in 
stand-up “safety handle’— , portability! No storage problem. Ott OME oe 
and, at no increase in price! in to engage S inike 
This new feature prevents 4 valve. 
unauthorized or accidental 4 
releasing of the load—also fs ee eee... Re 


— 


creates the advantages 
shown below. 


Blackhawk Curb Jacks . 


Give You These Features 


WITH 
FIXED 
WHEELS 


$-17 


Identical to the service-proved S-23 
except S-17 has conventional fixed- 
type rear wheels. Popular for 
grease and wash rack service, quick 
brake adjustments, tire changes, 
road service and general shop use! 









o : 
EASY TO STORE! With 
ee in upright posi- 
tion, jack easily fits in 
cramped quarters—ideal 
for tow truck and cycle. - 





SAFETY FIRST! Note how 

handle is peat a 9 
from release valve! Im- 
possible to lower load— 
truly foolproof. 


WITH 
SWIVEL 


$-23 areas 


Now—S-23 is an even greater value 
in the 114-ton class—and the choice 








HANDLE REMOVAL! A A FREE NAMEPLATE— 





quick turn of thumb with your name—wiil be 
screw releases control sent to you by Blackhawk 
handle from jack. Just when you get your $-23 
as easy to install. or S-17 Curb Jack. 


SPECIFICATIONS , 


Overall Length ....74” 
S-17 Weight ....68 Ibs. 
$-23 Weight ....74 Ibs. 
(without handle) 
S-17 Ship. wt. ..75 Ibs.., 
$-23 Ship. wt. ..81 Ibs. 


(Packed in sturdy carton) 


S-17 and S-23 


eee yy 
Hot... .356” 


Max. Saddle Hogt..185¢” 
Max. Frame Hogt...6/e” 
Saddle Size. .354"x43,” 
Chassis Length ..... 

Handle Length ...42//” 


Capacity, Tons 
Low Saddle 
Hyd. Lift 





of service stations, tire shops, ga- 
rages and tire dealers. 

It has a_ specially-designed, one- 
piece malleable iron power unit. 
No seams or plugs to invite leak- 
age. Enclosed construction makes 
it water and dirt-proof—ideal for 
wash rack service! Has full 185” 
saddle height. 


(THESE TWO MODELS 
ARE IDENTICAL EXCEPT 
THAT THE S-23 HAS 
SWIVEL WHEELS IN 
THE REAR.  S-I7 REAR 
WHEELS ARE FIXED ON 
AN AXLE.) 
















The 70U-Modern BLACKHAWK 
5J-18 SERVICE JACK 


Here it is! A truly new Service-Proved jack! 


Never before has so much been offered in a two 

tonner! New SJ-18 has fully-enclosed design . . . less 

weight . . . the rigidity of a bulldozer . . . vo uni- 

versal joint . . . showroom styling . . . a time-tested 
g 


















power unit .. . and “Lightning Lift” hydraulic action. 


You'll sneak this service-proved beaut under low cars 
easily because of an extra-long handle and low saddle 
height. And you'll find the 3-position handle and 
all controls at the top convenient time savers. 


The SJ-18 is designed for you . . . and it’s all yours 
for faster, happier service! 


SJ-18 SPECIFICATIONS 


Cammerert FOOS oii oe eae 2 
Low Saddle: Piet. os. 666.5 e. 374" 
hydraulic: LR oo aon hace es. 16!" 
Max. Saddle Hgt. ............ 20" 
_— Max. Frame Hat. ..........548" 
Saddle. Dia. 3457: hee eee 5" 
Chassis Lothins.c..c. oc eceeeae 40" 
Pande Leth ssi... See 47" 
TON vere Gt, 6 ican a eee 87"' 
FINE oo is, coco tie Pe aes 105 Ibs. 
Wheel Size: 
SJ-18 Front: ae 3a" xl ve" 
Réar. s 32. leo 2Y4"'xl te" 
Jack Width: 
At Rear pees Sie ea Wee, 
Wheels =). 455 103%" 
NON-MARRING WHEELS bens fs 


For showroom service, 
get the SJ-18 with non- 
marring wheels — simply : 
specify SJ-18R! 


HERE'S WHY YOU'LL WANT THE SJ-18 




















NO UNIVERSAL JOINT in 
the release valve mechan- 
ism! Blackhawk's new crown 
gear gives easy, positive 
finger-tip control—prevents 
jamming and breakage— 
gives greatly extended life 
to the entire assembly! 
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UNITIZED FRAME! SJ-18 
has one-piece, rigid casting 
for brute rigidity, positive 
four wheel alignment and 
protection for components. 
Unique framework creates 
streamlining and compact- 
ness—truly advanced! 


LIGHTWEIGHT! At last— 
greater rigidty and strength 
without excess weight. Spe- 
cial heat-treated, highly 
durable alloy aluminum 
frame brings safety and 


sen ih proven in aircraft 
“construction. 


3 - POSITION HANDLE! 


Use handle in most con- 
venient position. Gives full 
stroke at any angle. Han- 
dle has extra length to get 
under long overhangs. Trig- 
ger at top of handle per- 
mits quick positioning. 














LEAK-PROOF POWER 
UNIT! Note the simplicity 
of this one-piece malleable 
iron power unit. No plugs points. 
—no seams—built like a 
bowl to prevent leakage. 
Exclusive design assures 
long life and dependability. 


MANEUVERING 

Breeze along with the light- 
weight SJ-18—there’s no 
dead iron to tire you out. 
Less weight makes jack posi- 
tioning a pleasure. 


SHOWROOM 
STYLING 
Here’s practical beauty that 
merchandises your services. 
Modern, clean design 
matches the smartest show- 
rooms and vehicles and the 
most efficient shop layouts. 












ANCHORED LIKE A 
Power unit is 
rigidly mounted at four 
Exclusive floating 
hollow plunger connection 
absorbs all 
strains—prevents distortion 
—cup leakage. 


BRIDGE! 


“LIGHTNING 
LIFT" 


This is a Blackhawk exclu- 
sive — two pumps in one! 
The “Lightning Lift’ speed 
pump snaps the saddle to 
the load and then auto- 
matically cuts in the power 
pump to finish the lifting 
with easy, powerful strokes. 


Made a 


BUILT LOW 
FOR NEW CARS 


Take ’em as they come with 
the SJ-18. It’s built close to 
the ground to get under 
modern low slung vehicles. 
And it lifts high, too, for 
ample working room. 





WATER AND DIRTPROOF! 
"Turtle-shell'’ construction 
protects pump, wheel bear- 
ings and other vital parts 
from dirt, water and grit. 
directional Keeps wheels clean 









FINGER-TIP 
CONTROL 


No stoop, no squat with the 
SJ-18. All controls are at 
the top of the handle for 
quick, easy control. No foot 
levers to reach for. 





PREVENT 
TAMPERING 


With the SJ-18 safety lock 
no one tampers with the 
jack or borrows it from un- 
der a load. Prevents theft 
when jack is left under load 
on road call. 


COMPACT "SAFETY" 
SADDLE for sure grip on 
modern suspension systems 
—is built small to easily 
sneak into tight quarters 


and to lift load safely in center 
free for easy rolling. Note 
how water rolls off jack. 


of saddle! Saddle swivels 
for easy load positioning. 
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$-4 ALL-PURPOSE WHEELED JACK 


Here it is! The king of the shop ... and the most dependable, popular 
4-ton service jack in the field! S-4 handles all cars and light trucks. It’s the 
only 4-tonner with the famous “Lightning Lift” combination, automatic 
speed and power pump—a built-in spotlight to light the lifting spot-—plus a 
locking release valve contro! to prevent unauthorized lifting or loading. 












eHere’s a jack that is a pleasure to maneuver and use! Its dependable hydrau- 

lic action springs the saddle to the load and then continues easy lifting with 
its power speed. It’s a brute for strength, too, with cast side plates bolted 
together for full rigidity. 


Available either with metal or rubber tire wheels. Specify S-4R if rubber 
tire wheels are desired. 


LIFTS TO 
HIGH OF 
241" 





iy : 

NO TWIST—NO SWAY! Years of full-capacity loads will S-4 SPECIFICATIONS 
not distort this rigidly-bolted assembly of side plates, tie Cp SSE (ONL SRNR, crete agi ee Diets ated h eemrten oMesee Ty oer sf 
rods and one-piece nydraulic pump unit. Cur TEUNGE Ck eee ho Qa eee ess 3 tee 3 
| aye i. ee eee Be Ey ioe 8 tee Se aN 20%, 
| ONE-PIECE, NON-LEAK = Sidgg MMMM tos. rs a des ow wren aig es 24" 
POWER UNIThas no seams Vina, Peete Pat 26. WA nh ot oe eee 61/2" 
or pipe plugs—is com- Shee wet BURT, oan Pas Foe eae 4/o"xb 3/4" 
pletely enclosed to ward Chassis Length ......... 5 Aalis VaOM sere) SAS han aN cme = ener Bin et 49" 
off water, dirt and grease. bof egal so rey ee eh Fars Fo Oe OL ey pak a RE 44" 
Ideal for wash rack use. Front WeReeE Me rey ial prac r ois rane at eae erg Se aca 41/," 


Weight: Gat or es ag ete RP Cee ata 190 



































$-15 FOR TRUCK AND BUS SERVICE 


The most practical super-lifter on the market! Built to present specifications 
after exhaustive research of heaviest truck, trailer and bus requirements. 44” 
handle is just right for placing jack under rear axle from side of truck. S-15 
handles ALL vehicles within legal axle load limits of nation-wide tonnage 
laws. 714 tons is AUTHENTIC rating, making S-15 most useful and easiest 
handling jack in this field. 














S-15 has one-piece, malleable iron side plates for extra rigidity ... less bulk and weight 
for easy maneuvering . . . an extra high lift of 24144” ...a “Lightning Lift” speed 
pump that rushes the saddle to the load and then cuts in the power pump for steady, 
easy lifting . . . a three-position handle which gives a full stroke at any position . 

all controls at top of handle . . . and a lock-type release valve to prevent tampering. 


S-15 SPECIFICATIONS 


Capacthr 1ontsiecs.is 60x 
Low Saddle Height ....... 
Hydraulic Lift SQ ...... 
Max. Saddle Height ™ 
Max. Frame Height .... 
Size of Saddle ....... 
Chassic: CONGTN See es rs: 
Flandie: Length ....«.,. 0... 7 
Wiel LOS. ke is oie 324 
4 
2 
y’ 
4 


g 





BLACKHAWK AUTHORIZED REPAIR SERVICE STATION 


For repair service and parts—send your equip- satisfactory price! Blackhawk Service Station 
ment to “Blackhawk Authorized Service Sta- personnel are factory trained—they use only 
tion” at the address (listed below) which is genuine Blackhawk repair parts and factory 
closest to you. equipment and materials. Rates are uniform 
You can be sure of a satisfactory job and a and all work is guaranteed. 

352 Techwood Dr. N. W. Milam at Polk Avenue 3517 Bigelow Boulevard 

ATLANTA, GEORGIA HOUSTON, TEXAS PITTSBURGH, PENNSYLVANIA 

1728 Lamont Avenue 433 North Capitol 1014 North West Hoyt Street 
BALTIMORE 2, MARYLAND INDIANAPOLIS, INDIANA PORTLAND 8, OREGON 

48 Cummington Street 419 East Bay Street 1501 K Street 

BOSTON 15, MASSACHUSETTS JACKSONVILLE, FLORIDA SACRAMENTO 14, CALIFORNIA 

1675 Broadwa 3739 Woodland 665 South State Street 

BUFFALO, NEW YORK KANSAS CITY 8, MISSOURI SALT LAKE CITY 1, UTAH 

301 E. 8th Cor. Railroad A 2300 South Hill Street 226 Eleventh Street 

CHARLOTTE, NORTH CAROLINA LOS ANGELES 7, CALIFORNIA SAN FRANCISCO 20, CALIFORNIA 
2011 Indiana Avenue 134 North Fourth Street 1611 Boylston Avenue 

CHICAGO 16, ILLINOIS LOUISVILLE 2, KENTUCKY SEATTLE, WASHINGTON 

3611 Prospect Avenue 577 Marshall Avenue 1202 Second Avenue 

CLEVELAND, OHIO MEMPHIS 3, TENNESSEE SPOKANE, WASHINGTON 

2101 Bryan at Olive 108 Lyndale Avenue North 3028 Olive Street 

DALLAS, TEXAS MINNEAPOLIS 3, MINNESOTA ST. LOUIS 3, MISSOURI 

P.O. Box 1498 349 Washington Street 606-608 South West Street 

DENVER, COLORADO NEWARK, NEW JERSEY SYRACUSE, NEW YORK 

2715 Fifth & Grand River 601 West 47th Street 289 Sumach Street 

DETROIT 1, MICHIGAN NEW YORK 19, NEW YORK TORONTO, ONTARIO, CANADA 
2230 Inyo Street 2044 Fairmount Avenue 2112 East Eleventh Street 

FRESNO, CALIFORNIA PHILADELPHIA, PENNSYLVANIA TULSA, OKLAHOMA 

307 Third Avenue South 315 North Central Avenue 780 fore Avenue 

GREAT FALLS, MONTANA PHOENIX, ARIZONA WINNIPEG, MAN., CANADA 

When your Blackhawk Hydraulic Equipment needs serv- POWER UNIT REPLACEMENTS FOR SERVICE JACKS 
ice, send it (prepaid) to the Blackhawk service station are available from Blackhawk Service Stations on ex- 
nearest you. Also send a letter telling what you want change basis—to help keep your Blackhawk service jacks 
repaired or serviced. performing at all times. 
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GAUCE ECUIPMIENT for BLACKHAWK JACKS 


The use of gauges with Blackhawk Hand Jacks has spiead ex- 
tensively iu wie last decade. industries and testing labora- 
tories hav: feud them extremely versatile and applicable to 
many jobs where previous!y rauch expensive and cumbersome 
equipmen: .was used. The investment of a Blackhawk Jack 
and gauge ‘: so oi:2il that many purchase several set-ups and 
thus spee* up their testing, etc. Bla:khawk gauge-equipped 
jacks are use i to--test breaking poiat of materials—check 
weights of laize, cv:mbersome membets—press plastics, foods, 
etc.—press parts together with cautionary pre-determined 
pressuie—iest icad-beaging qualities uf soil--sink piiicg to 
pre-deterrained loads—draw cables wo specified tension, etc. 


7S SIMPLE 


Select the jack (keep model number in mind). If 8 or 12 
ton capacity—see SPECIA:, GAUGE JACKS—right. If 20- 
ton or over, standard model is used because base has 14” 
female pipe tap for mouuting gauge or valve. Next, select 
gauge (from tabie below) iisted for your jack, and auxiliary 
equipment (right) if necessary for application. IMPOR- 
a TANT—If gauge and jack are to be assembled 
at factory—specify order as such plus auxiliary 
equipment needed. If gauge’is to be assembled 
in field—specify jack model number so gauge 
will come equipped with proper fittings. 


STANDARD 4'/2" DIAMETER GAUGES 


The following gauges register ““LBS. TOTAL LOAD” 


MAXIMUM 
INDICATOR 








GAUGE 





CHOKER VALVE 
HOW TO ORDER... Diagram above shows how gauge and 
auxiliary equipment mount on the jack. 
For REMOTE mounting of gauge, secure 
copper tubing (from your regular source) 
having 5/16'' O.D. and .049'' min. wall 
thickness. Use '/2"'xl4"' reducer bushing 
and '/,'' high-pressure flared fittings. 


SPECIAL GAUGE JACKS—Stand- 
ard 8 and 12-ton jacks are not adapt- 
able to gauge mounting. Special 
models CG9 and D8.7G have bosses 
cast in base and tapped for this 
purpose. 


















Z-881 MAXIMUM _ INDICATING 
POINTER—Mounted on transparent 
dial. This assembly replaces the 
conventional gauge cover. Follows 
regular pointer to highest reading 
and remains there after pressure is 
released. Reset to zero by hand. 






























Blackhawk Uses Gauge Lbs. Per No. of 


Jack Models Gauge Model Reading Division Divisions 
gh C-1008 ce es. rit se V-9 CHOKER VALVE—Manually 
-o. D- ’ . ° ee 
EA-11 and EA-27 yee A 50,000 Ibs. 500 100 adjusted needle valve for “throt- 
FB-11 and ane FA-100L aoe A a 80 tling” oil out of gauge to prevent 
GB-11 and GA-11 GA- / S. 0 60 i i 
nt BA-200L 340'000 Ibs, S000 yh snapping of pointer when suddenly 





releasing load. 14” male and female 
pipe threads. 


V-8 NEEDLE VALVE—10,000 lbs. 
per sq. in. capacity. A positive 
shut-off for controlling pressures 
as in remote mounting of gauges. 
Has 3” female pipe taps. . 


“LBS. PER SQUARE INCH’’ GAUGES—to register internal fluid 
pressure of jack. 414” dia. 100 divisions with 0 to 10,000 Ib. reading. 


Z-721 GAUGE—straight fitting for CG-9. D-8.7G and Porto-Power. 
Z-722 GAUGE—has ‘“‘L’’ fitting for 20, 30, 50 and 100-ton jacks. 


ACCURACY—Gauges conform to standards of Bureau of Standard 
which permit variations of plus or minus 2%. Additional variations 
will run up to plus or minus 5% due to plunger cup friction or off- 
center loading. 


LX-21 HYDRAULIC JACK OIL 
FOR ALL HAND-OPERATED JACKS AND PUMPS 


HAND JACK REPLACEMENT HANDLES 


All hand jacks are shipped with handles. Follow- 


Blackhawk Hydraulic Jack Oil insures a speedier, 
positive, lightning action. It is a special, selected 
oil—designed to match the top performance of 
Blackhawk Hydraulic Equipment. 
(Not to be confused with hydraulic 
brake oil and other fluids, which 
ruin cup leathers, valve seats and 
cylinder walls of jacks and waive 
| ine guarantee.) Blackhawk Hydraulic 
Jack Oil can be secured in quart, gal- 
lon, aud 5-celion codtauefS, and in 
34 and 55-zalion drums. See separate 
" list ter prices. 
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ing listings are for replacement purposes: 
HANDLE No. 2—Two-piece, 34” long. Used with 
5-ton and 8-ton jacks. 

HANDLE No. 3—20” long. For 12, 20 and old- 
style 30-ton FA-11 and 50-ton GA-11 jacks. 
HANDLE No. 8— Two-piece, hooked, 35” long. 
Used with TA-7, TB-7 and BA-8.5. 

HANDLE No. 9—One-piece, 14” long. For old style 
bumper jack. 

HANDLE No. J18.70—1214” long. Used with J-18 
bumper jack. 

HANDLE No. GB11.70 —With integral socket. 20” 
long. For FB-11, GB-11 and N-12. 

HANDLE No. P208.70A—111,” long. For J-17. 
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